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Flexible

The FIXUS33 is a highly flexible, lightweight system 
specially designed for small bone applications. The 
FIXUS33 has been designed in such a way that the 
fixator has no fixed size and can be used with any 
carbon rod length from 80mm up to 250mm, which 
allows for small bone fractures to longer humerus 
applications while maintaining the same easy to 
use lightweight frame.

With the unique and dynamic flexion device the 
FIXUS33 is an all-round flexible fixator for multiple 
purposes. 

The FIXUS33 comes in three basic setups, the rigid 
fixator, the flexible fixator and non-bridging radius 
fixator.

FIXUS33

Trauma & Orthopedic external fixation

Rigidity and Flexibility in one device

3D movement

Dynamic coupling

V-pin possibility

Rigid pin base
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•	 The unique dynamic flexion device to avoid joint 
stiffness

•	 Ball clamps can be positioned in a variety of 
ways to allow for optimal pin placement

•	 Multiple bases can be possitioned on the rod
•	 Fixator allows for mulitplane pin placement
•	 Round pinholders allow for insertion of pins in 

parallel, convergent or divergent directions
•	 Radiolucent carbon fiber rod allow complete 

fracture visualization
•	 Low profile frames are light-weight and patient-

friendly
•	 Only one hexagonal driver is required to 

assemble or adjust the frame
•	 Accepts 3.0 to 4.0 mm pins

Features and benefits

Trauma & Orthopedic external fixation

Your distributor:

RIGIDITY

The FIXUS33 is a highly stable, lightweight fixator 
for distal radius fractures. It can be used for the 
most complex extra-articular or trans-articular 
applications. 

When desired, the wrist joint can be mobilized 
without displacement of fracture fragments. Extra-
articular applications allow motion from day one 
and improved patient function during treatment 
with preserved volar tilt.

DYNAMIC COUPLING

The dynamic coupling is adjustable and allows a 
step-less control of wrist joint movement from rigid 
to a range of 30 degrees. 

V-pin placement with inclination

3D movement of each individual clamp

Flexible movement in any direction

Description
FIXUS33 FLEX ASSEMBLY
FIXUS33 RIGID ASSEMBLY
FIXUS33 T-base ASSEMBLY
FIXUS33 CD Device

Art. code
FIX33100A
FIX33100B
FIX33100C
FIX33100I
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